Ghibly UV & un forno di asciugatura con lampade UV, di-
sponibile nei formati 500 / 800 / 1000 mm, un tappeto di
trasporto in fibra di vetro consente il carico e lo scarico dei
pezzi da asciugare.

CARATTERISTICHE TECNICHE

L'essiccatore UV e dotato di:
Regolazione potenza lampade
Regolazione velocita tappeto
Regolazione ventilazione per raffreddamento lampade uv
Aspirazione fumi in uscita (abilitabile e disabilitabile)
Chiusure frontali e retro per limitare la dispersione della
luce uv
Regolazione altezza lampade con scala graduata

GHIBLY UV LED (LATO SINISTRO)
GHIBLY UV LED (LEFT SIDE)

Ghibly UV is a dryer with UV lamps, available in
500/800/1000 mm sizes, a glass fiber conveyor belt allows
the loading and unloading of the pieces to be dried.

TECHNICAL CHARACTERISTICS

The UV dryer is equipped with:
Lamp power regulation.
Belt speed adjustment.
Ventilation adjustment for UV lamps cooling.
Exhaust fumes aspiration (can be enabled and disabled).
Front and rear closures to limit the dispersion of UV light.
Lamp height adjustment with graduated scale.
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GHIBLY UV LED (RETRO)
GHIBLY UV LED (REAR SIDE)

GCHIBLY UV
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GHIBLY UV (VISTA LATERALE)
GHIBLY UV (SIDE VIEW)

PANNELLO COMANDI
CONTROL PANEL

ZONA DI CARICO GHIBLY UV
GHIBLY UV LOADING ZONE

FEATURES

ZONA DI SCARICO GHIBLY UV
GHIBLY UV UNLOADING ZONE

Ghibly UV 500 Ghibly UV 800 Ghibly UV 1000
Area di lavoro Working area 600 mm 800 mm 1100 mm
Larghezza Tappeto Belt Width 550 mm 1050 mm 1200 mm
Assorbimento (KW) Consuption 10 Kw 15 Kw 18 Kw
Velocita Tappeto (m/s) Belt speed (m/s) 0.2-2m/s 0.2-2m/s 0.2-2m/s
Ingombro External size (WxL) 1000 x 3200 mm 1300 x 3200 mm 1500 x 3200 mm

(Largh x Lungh)

« Altri formati su richiesta
« Other dryer size on request



