
Gamma NF-400: è una stampante digitale per nastri completa 
di tappeto adesivo, è idonea alla stampa di nastri sia elastici 
che rigidi, è disponibile nella versione da 400 mm – 800 mm 
– 1600 mm, l’unità digitale può essere abbinata ad unità di 
stampa tradizionali, quali cilindro rotativo, quadro stampa 
e siliconatore. Gamma NF-400 può stampare sia su nastri di 
poliestere utilizzando coloranti dispersi o sublimati che su 
cotone utilizzando colori a base pigmento o reattivi, o nylon 
con coloranti acidi, l’unità digitale dispone di sistema di 
lavaggio in continuo per togliere l’eccesso di inchiostro.

CARATTERISTICHE TECNICHE
•	 Tecnologia di stampa: stampa digitale
•	 Coloranti utilizzabili: Pigmenti, Acidi, Reattivi, Sublimatici, 

Dispersi
•	 Numero di colori Utilizzabili: 4 CMYK / 8 CMYK (possibilità 

di gestire 2 tipologie di colori contemporaneamente)
•	 Tipologia di nastri stampabili: Nastri elastici e nastri rigidi
•	 Testine utilizzate: Ricoh Gen 5 (7pl,14pl,21pl)/ Ricoh Gen 6 

(5pl,10pl,15pl)
•	 Risoluzioni (x,y): 600x600, 900x600, 600x1200, 900x1200, 

1200x1200 dpi
•	 Lavaggio tappeto: sistema automatico di lavaggio tappeto 

stampa
•	 Capping: : sistema di capping automatico per gestire pulizia 

e spitting in automatico
•	 Aspirazione Mist:sistema di aspirazione inchiostro in 

eccesso che volatilizza
•	 Area di stampa: 400 mm / 800 mm / 1600 mm
•	 Potenza installata: 2 kw ( 380V 3 fasi+N+T)
•	 Consumo aria compressa: Aria compressa solo per unità di 

lavaggio
•	 Ingombro (cm): 3000x1800x1900 mm (WxLxH)
•	 Attrezzature complementari: Introduzione(INT-01), 

Forno(Delta), Uscita guidata(EXT-01),

Gamma NF-400: it is a digital printer for narrow fabric complete 
with adhesive belt, it is suitable for printing both elastic and 
rigid tapes, it is available in the 400 mm – 800 mm – 1600 
mm version, the digital unit can be combined with traditional 
printing systems, such as rotary cylinder, printing frame and 
silicon nozzle. Gamma NF-400 can print both on polyester 
ribbons using dispersed or sublimated dyes and on cotton using 
pigment-based or reactive colours, or nylon with acid dyes, the 
digital unit has a continuous washing system to remove excess 
ink on the printing belt.

TECHNICAL FEATURES
•	 Printing technology digital printing
•	 Usable dyes Pigments, Acids, Reactive, Sublimatic, Dispersed
	 Number of colours that can be used 4 CMYK / 8 CMYK 

(possibility of managing 2 types of colours simultaneously)
•	 Type of printable ribbons Elastic ribbons and rigid ribbons
•	 Heads used Ricoh Gen 5 (7pl,14pl,21pl)/ Ricoh Gen 6 

(5pl,10pl,15pl)
•	 Resolutions (x,y) 600x600, 900x600, 600x1200, 900x1200, 

1200x1200 dpi
•	 Belt washing automatic printing belt washing system
•	 Capping automatic capping system to manage cleaning and 

spitting automatically
•	 Mist Aspiration suction system for excess ink that volatilizes
•	 Printing width 400 mm / 800 mm / 1600 mm
•	 Production capacity 1 MT/min (value depending on the 

resolution)
•	 Installed power 2 kw (380V 3 phases+N+T)
•	 Compressed air consumption Compressed air for washing 

units only
•	 Overall dimensions (cm) 3000x1800x1900 mm (WxLxH)
•	 Complementary equipment Introduction (INT-01), Oven 

(Delta), Guided exit (EXT-01)
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